ENTRY NOTIFICATION FORMAT (vessels that are equipped with onboard email capability)

Immediately upon entering the Reporting Area, vessels required to participate must provide the following information:


**Defects or deficiencies** Brief details of defects, damage, deficiencies or limitations that restrict the vessel's maneuverability or impair normal navigation.

**Pollution incident or goods lost overboard** Description of pollution incident or goods lost overboard within the Monument, the Reporting Area, or the U.S. Exclusive Economic Zone.

**System identifier** PRIOR NOTICE

**Classification Code** (e.g. IMDG, IBC, IGC, INF) / and all corresponding categories of hazardous cargoes.

**Route information** should be reported as a direct rhumbline (RL) course through the reporting area and intended speed (expressed as in E and F) or a series of waypoints (WP). Each waypoint entry should be reported as latitude and longitude, expressed as in (C), and intended speed between waypoints (as in E and F). Where multiple indirect courses are specified in the Code for the Safe Carriage of the Irradiated Nuclear Fuel, Plutonium and High-Level Radioactive Waste in Packets on Board Ships (INF Code).

**Position** ACME ROAD, ROOM 123, CITY, STATE, COUNTRY

**Classification Code** P/IMDG/1.4G,2.1,2.2,2.3,3,4.1,6.1,8,9

**Position** C/2636N/17600W

**Route information** should be reported as a direct rhumbline (RL) course through the reporting area and intended speed (expressed as in E and F) or a series of waypoints (WP). Each waypoint entry should be reported as latitude and longitude, expressed as in (C), and intended speed between waypoints (as in E and F). Where multiple indirect courses are specified in the Code for the Safe Carriage of the Irradiated Nuclear Fuel, Plutonium and High-Level Radioactive Waste in Packets on Board Ships (INF Code).

**Defects or deficiencies** Brief details of defects, damage, deficiencies or limitations that restrict the vessel's maneuverability or impair normal navigation.

**Pollution incident or goods lost overboard** Description of pollution incident or goods lost overboard within the Monument, the Reporting Area, or the U.S. Exclusive Economic Zone.

**System identifier** PRIOR NOTICE

**Classification Code** (e.g. IMDG, IBC, IGC, INF) / and all corresponding categories of hazardous cargoes.

**Route information** should be reported as a direct rhumbline (RL) course through the reporting area and intended speed (expressed as in E and F) or a series of waypoints (WP). Each waypoint entry should be reported as latitude and longitude, expressed as in (C), and intended speed between waypoints (as in E and F). Where multiple indirect courses are specified in the Code for the Safe Carriage of the Irradiated Nuclear Fuel, Plutonium and High-Level Radioactive Waste in Packets on Board Ships (INF Code).

**Position** ACME ROAD, ROOM 123, CITY, STATE, COUNTRY

**Classification Code** P/IMDG/1.4G,2.1,2.2,2.3,3,4.1,6.1,8,9

**Position** C/2636N/17600W

**Route information** should be reported as a direct rhumbline (RL) course through the reporting area and intended speed (expressed as in E and F) or a series of waypoints (WP). Each waypoint entry should be reported as latitude and longitude, expressed as in (C), and intended speed between waypoints (as in E and F). Where multiple indirect courses are specified in the Code for the Safe Carriage of the Irradiated Nuclear Fuel, Plutonium and High-Level Radioactive Waste in Packets on Board Ships (INF Code).

**Defects or deficiencies** Brief details of defects, damage, deficiencies or limitations that restrict the vessel's maneuverability or impair normal navigation.

**Pollution incident or goods lost overboard** Description of pollution incident or goods lost overboard within the Monument, the Reporting Area, or the U.S. Exclusive Economic Zone.

**System identifier** PRIOR NOTICE

**Classification Code** (e.g. IMDG, IBC, IGC, INF) / and all corresponding categories of hazardous cargoes.

**Route information** should be reported as a direct rhumbline (RL) course through the reporting area and intended speed (expressed as in E and F) or a series of waypoints (WP). Each waypoint entry should be reported as latitude and longitude, expressed as in (C), and intended speed between waypoints (as in E and F). Where multiple indirect courses are specified in the Code for the Safe Carriage of the Irradiated Nuclear Fuel, Plutonium and High-Level Radioactive Waste in Packets on Board Ships (INF Code).

**Position** ACME ROAD, ROOM 123, CITY, STATE, COUNTRY

**Classification Code** P/IMDG/1.4G,2.1,2.2,2.3,3,4.1,6.1,8,9

**Position** C/2636N/17600W

**Route information** should be reported as a direct rhumbline (RL) course through the reporting area and intended speed (expressed as in E and F) or a series of waypoints (WP). Each waypoint entry should be reported as latitude and longitude, expressed as in (C), and intended speed between waypoints (as in E and F). Where multiple indirect courses are specified in the Code for the Safe Carriage of the Irradiated Nuclear Fuel, Plutonium and High-Level Radioactive Waste in Packets on Board Ships (INF Code).

**Defects or deficiencies** Brief details of defects, damage, deficiencies or limitations that restrict the vessel's maneuverability or impair normal navigation.

**Pollution incident or goods lost overboard** Description of pollution incident or goods lost overboard within the Monument, the Reporting Area, or the U.S. Exclusive Economic Zone.

**System identifier** PRIOR NOTICE

**Classification Code** (e.g. IMDG, IBC, IGC, INF) / and all corresponding categories of hazardous cargoes.

**Route information** should be reported as a direct rhumbline (RL) course through the reporting area and intended speed (expressed as in E and F) or a series of waypoints (WP). Each waypoint entry should be reported as latitude and longitude, expressed as in (C), and intended speed between waypoints (as in E and F). Where multiple indirect courses are specified in the Code for the Safe Carriage of the Irradiated Nuclear Fuel, Plutonium and High-Level Radioactive Waste in Packets on Board Ships (INF Code).

**Position** ACME ROAD, ROOM 123, CITY, STATE, COUNTRY

**Classification Code** P/IMDG/1.4G,2.1,2.2,2.3,3,4.1,6.1,8,9

**Position** C/2636N/17600W

**Route information** should be reported as a direct rhumbline (RL) course through the reporting area and intended speed (expressed as in E and F) or a series of waypoints (WP). Each waypoint entry should be reported as latitude and longitude, expressed as in (C), and intended speed between waypoints (as in E and F). Where multiple indirect courses are specified in the Code for the Safe Carriage of the Irradiated Nuclear Fuel, Plutonium and High-Level Radioactive Waste in Packets on Board Ships (INF Code).

**Defects or deficiencies** Brief details of defects, damage, deficiencies or limitations that restrict the vessel's maneuverability or impair normal navigation.

**Pollution incident or goods lost overboard** Description of pollution incident or goods lost overboard within the Monument, the Reporting Area, or the U.S. Exclusive Economic Zone.

**System identifier** PRIOR NOTICE

**Classification Code** (e.g. IMDG, IBC, IGC, INF) / and all corresponding categories of hazardous cargoes.

**Route information** should be reported as a direct rhumbline (RL) course through the reporting area and intended speed (expressed as in E and F) or a series of waypoints (WP). Each waypoint entry should be reported as latitude and longitude, expressed as in (C), and intended speed between waypoints (as in E and F). Where multiple indirect courses are specified in the Code for the Safe Carriage of the Irradiated Nuclear Fuel, Plutonium and High-Level Radioactive Waste in Packets on Board Ships (INF Code).

**Position** ACME ROAD, ROOM 123, CITY, STATE, COUNTRY

**Classification Code** P/IMDG/1.4G,2.1,2.2,2.3,3,4.1,6.1,8,9

**Position** C/2636N/17600W

**Route information** should be reported as a direct rhumbline (RL) course through the reporting area and intended speed (expressed as in E and F) or a series of waypoints (WP). Each waypoint entry should be reported as latitude and longitude, expressed as in (C), and intended speed between waypoints (as in E and F). Where multiple indirect courses are specified in the Code for the Safe Carriage of the Irradiated Nuclear Fuel, Plutonium and High-Level Radioactive Waste in Packets on Board Ships (INF Code).

**Defects or deficiencies** Brief details of defects, damage, deficiencies or limitations that restrict the vessel's maneuverability or impair normal navigation.

**Pollution incident or goods lost overboard** Description of pollution incident or goods lost overboard within the Monument, the Reporting Area, or the U.S. Exclusive Economic Zone.